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SIPROT® 
The modern one PROTOKOL MANAGEMENT System 

 

ANALOG INTERFACE 9550ZEF 
 

A product of 
 

LEONHARD    CONSULTING  GmbH 
AV--KONGRESSTECHNIK--ELEKTROAKUSTIK 

SCHWEIZ            SUISSE           SWITZERLAND 

 
 
 
 
 

POWER   
ON/OFF 

 

 

HEADSET 
CONNECTION 

 

HEADSET 
VOLUME 

 

CONNECTIONS OUT/ INPUTS 
 
 

IN1            IN 2           IN 3           IN 4     
              MIC. BUS INPUTS 

On each of the BUS inputs are freely connectable 
microphones or microphone chains possible.  

Important: The maximum number of connected microphones 
is 16 pieces. 

AUX OUT 
RECORD 

Dimensions (mm): WIDTH = 119 / 
DEPTH = 102 + 13 / HEIGHT = 33mm 
Weight: 245 gr 

Safety 
LED green 

 
    electronic fuse 
    will be turned off if: 
    - Short circuit 
    - Current over 800mA 
    - Supply voltage 
       is less than 4.5V  
    - Supply voltage 
       is higher than 6V 
 
             
                   
           
 
         
       
        
       
            
       
           
 

 

LED Grün 
STANDBY 

 
LED Rot 
RECORD 

 

External power from 
POWER-SUPPLY 9550ZCB 

or POWER-PACK 

 

E1 

All Audio Jack 3.5mm 
connectors are equipped 
with gold plated contacts. 

With the optionally available additional set 9550ZEG, 
the Analog Interface can be upgraded at any time with 
the MUTE functions. 
There are no soldering and wiring works 
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